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AUTHORIZED SERVICE DEALER LOCATION
To locate the nearest AUTHORIZED 

SERVICE DEALER, please call this number:

1-800-333-1322
or locate us on the web at:

www.generac.com
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WAUKESHA, WI

RATED KW 

RATED VOLTAGE 

POWER FACTOR 

ENGINE RPM 

ALTERNATOR SUBTRANSIENT REACTANCE

ALTERNATOR TRANSIENT REACTANCE

CLASS

MODEL

MADE IN USA

PRODUCTION DATE

GENERAC POWER SYSTEMS, INC.

HERTZ

RATED KVA

GENERATOR SET DATA

RATED AMPS

ALT RPM

PHASE

SERIAL

ROTOR STATOR WINDING INSULATION AT 25°C AMBIENT

  
      

   .  
     
 ,    

   .

 
      
  . :

M —       
 .  100   150k , 

6.8L    
.

QT — Quiet Test 
100 —   k

 5.4 —     
A —  : A = 120/240, 1- ; 

G = 120/208, 3- ; K = 277/480, 3-
; J = 120/240, 3- ; L = 346/600, 

3-
N — : N =  ; V = 

  
S —  : A = A ; S 

=  
N —    

  N = ; Y =  

A —  
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M Q T 1 0 0 5 4 A N S N A



 

     
     

   .    
      1500 

./ .  4-      . 
    ,  

 ,  ,  
    , 

     
 .    

     . 

     
:

•      
  NEMA MG1-32.6, NEMA 

MG 1-1.66.    

•   ,  
     

     
  NEMA MG1-32

   

 ,    
5W-40.    

  –     
 .    

    SAE 
    :

      
     

    !

NOTE:

    0°    
       

     5W-30

  

  50%    
  -   50% 

 .   
 -    

 .

    -    
   -  

 –     
!  -    
    –  

      
 .    

-    
     

!

DANGER

        
 –      
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     . 
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 27° C SAE 30W or 15W-40         

 0°  27° C SAE 20W-20 or 15W-40
 0° C See Note
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    (WTS)  
   .   
      
    .

 WTS    
    

      .  
  ,  

   .  
    4-20mA  

 .    
       

    .

    140°    
-     

.     
     .

   

     (LCL) 
    .  

    
   .

  LCL    
    

      .  
    4-20mA  

 .    
       

    .  
    -  
   .

  

    (OPS)  
       

      .

 OPS    
      

   .    
,    
 .   

   4-20mA  
 .    

       
    . 

     8 psi,  
   .  

      
  .  AUTO/OFF/ MANUAL 

   OFF,     
 AUTO   .

    
 

     ,  
    . 

      
  ,    

   .     
    - 

      
      

    - "Failed to start".
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 .    

   !

   
       

,   

   
    . 

        
    .   

       
    .   
     .

4-1

   
  



 

  

    
     :

•  

•  

•  

    
 Btu   1000 Btu per cubic foot 

    2500 Btu per cubic foot  
 .   Btu 

   . 
   - 0,17-0,24 

  , 0,37-0,47   

: 
       

     
       

  0,37 .     
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T .........................................................................  
  ..............................................................  F 
  ............................................................  H 

  ...........................................<5% 
Telephone Interference Factor (TIF) ....................................... < 50 

   3- ................6-  
 ...........................................................  

C  ..................................................................   
  (   )....................... . . . . .25k * 

*  NOTE:        ISO8528-5, 

BS5514, SAEJ1349, ISO3046 and DIN 6271.         

     .

   .....................  
 /k  - 50 Hz k     A  CB Size

  120/240V, 1- , 1.0 pf   25 104 125
  120/208V, 3- , 0.8 pf                    25 87 100
  277/480V, 3- , 0.8 pf                    25 38 40

      35% 
- ... ...............................................................50 KVA

  208V, 3-  ............................................................ 70 KVA
  480V, 3-  ............................................................ 70 KVA

............................................................ Generac 
......................................................................  

 ...... .....................................................4 
 ...................................................................... 2.4  
 ........................................................3.41 in. 

 ..................................................................3.94 in. 
 .................................................... 9.5-to-1 
  ..................................................  

 ............................................  
 ............................................................

 
  ......................50 Hz, 1500 

     .....................50 Hz, 40 
  

    50 Hz ( 3/ .).................5.38 
     .....................482°  

    (  ) 
   50 Hz ( 3/ .)...................................1.9

....................................................................  
  ............................................. . .  
  .........................................± 0.25%

  
  ........................................  

  ........................    
  ......................................................... 3.8 

 
................................................... ,   

  ......................................    
  ...............................1000 rpm 
 ..............................................22 inches 

 ..................................  
  ( ,     

) .......................................................... 45.3 3/ . 
  ............................ 11.4  

 ................................................106,900 /  
      ......... 60° C 
  .  ......................50° C 

 
  .....................  ,   

......................................................   
  ..............................  

  .............................  
    .......5 - 14 in. Water Column

  - 3/  ( . / )
 25% 50% 75% 100%

   
1.19/0.45 3.03/1.16 5.77/2.18 8.3/3.14    10.62/4.02

 
   .........................12V, 30 Amp 

   ............................12V, 10 Amp 
 .................................  26, 525CCA 

 ............................................... 12 Volts

 
..........................................................................  

....................................................1  3  
........................................................................± 1% 

 ................................   -100  
                     

    
  .........................3%   10 °C 
  25 °C  
    

  ........................1%   100    183 

 ....................................... H-100
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•   
• 4    
• 6 qt. pack 5W-30 synthetic oil (engine)

  
:

     
     

.

          
,  ,     
  .    

       :

 

1.         
 .     

    .
2.    (fuel hose)   

   (   6.2).
3.       (start line hose)  

      (brass hose 
fitting).

4.       
  (Figure 6.2).

5.   .
6.   NG  Port 2  Port 1,   LP  

Port 1  Port 2.
7.   .   

     .

:

      . 

       .

 1 —  
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*

*     .

  

*2 

 

 



8.      
  .  

     .
9.   1-3    

   .
10.      (Wire
        Harness).
11.     

   (Ignition Control Modules).

Figure 6.2 — Reconfigure the Fuel System

DANGER
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 .

     , 
   (  6.3).

     (NG)    
 (    ).

    (LP)    
    .    

      
    .

      
      , 

     
    .

 6.3 —    
Connector

  
         1 

       .   
   ,      (1) 

.

 
     2.4 ,      

164      
  ( ?). CAM  

     .

    2.4

RPM LP Timing (BTDC) NG Timing
1500 rpm 21 30 

� ���"�����.�'�������� ������� 
����������/  

      
   .    

  3       
.
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(  LED  )

 LED      
 ,      .  
    ,      LED 

.

•  : LED     0.5  
ON  0.5  OFF.

•    : LED  2 ,  OFF 
 3.0      

•  CAM :  LED  3 ,  OFF  3.0 
     

       
.    ,

   ,   
      .

      CAM  
    ,    

   .    
  (OFF)  60    

      CAM 
  (    

    
).    LED 

 60 ,    .
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  “Voltage Codes”.  
     

 ,    -  . 
   ( )    

  ( )    
     

,    .   
     , 

     .

      
  .

   

4-  ,  

4-       
    "A" (240V, 1- , 

50Hz).     
  .     
   ( )  

      7.1.
     

  240V.  
     

    00 - 120V.

 7.1 — 4-  ,  

3-   A  ("Y" 
)

     
 3-   .  

     . 
      

 ( )      "Y" 
     7.2, 7.3,  7.4.

    
  E1-E2, E1-E3  E2-

E3  480V  208V    .

     
    

 00  277V  120V    
.

 7.2 —    
 - 3- , 120/208V (12 )

E1

S10
S12

S4
S5

S2

S8

S11S6

S3

S9

S7 S1

E2E3

L - N

L - L

 7.3 —    
 - 3- , 277/480V (12 

)

E1 
S1

S4
S7

S12 
S11

S10

S8 
S5

S2
E2

S9
S6

S3 
E3 L - N

L - L
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 7.4 —   
  - 3- , 346/600V 

(6 )

S6

E3 S3

INTERNAL
CONNECTIONS

L-N

L-L
S4

E2S2

S5

S1 E1

NEUTRAL

3-   A  
("DELTA" )    

 3-   . 
     .

     
 ( )     

"Delta"      7.5.

   
  E1-E2, E1-E3  E2-E3

208V.

    E1 
E3   

   00 120V.

Figure 7.5 — Stator Power Winding
Connections - 3-phase, 120/240V (12 Lead)

E2

E1 E
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  “Installation Guide QT 
Product Line”    .

  
    ,  

  , ,  
      

,   . 
      
       

   .

       , 
    . 

      
 “  ”  “  

”.

   
  . 

     
     

  , the National 
Electrical Code (US) ,    

     . 
     

       
. (    

   .)   
      

     .

 
  (a)     

      (b) 
      .   

!

 

       
 (  “FULL”  ).   

        “ADD”. 

: 

    

     

 30  .

       
  ,    

“  ”   
   SAE 90.

  

        
    . 

       
      

 ,    
     .

 
    

  .   
     .

 

      
     
   .  

       
10 k ,    10  16 mm.

 

    .

     
    .

:

     
 120 VAC, 15 amp .

      
.      
  .

   
  QT

 

•  
•  
•   ( , , , 

 ).
•     .
•    .
•   ,   

      
   .

•   AC  DC .  
  .    

 transfer switch    
    AC.
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•    120 VAC.
•      

switch (  HTS).
•    .

   

     :

• AUTO/OFF/MANUAL    
 OFF.

• 120VAC     
 OFF.

  

•   120VAC  
 .

•     . 
 H-100  R- :    

    15 
Amp ATO     .

•   .  
    .

•  120VAC    
.

•       
 .

•    AC   
   transfer switch  .

•      
 , ,    

 .
•        

  .
•      .  

       
.

•   AUTO/OFF/MANUAL 
    OFF.

•     .
•      (  

   ).
•    .
•        

  .   
   .

•     
•  AUTO/OFF/MANUAL   

 MANUAL.    
  

•     

•  3-  ,     
   (transfer 

switch).     
     

.
•    ,  
    .
•    
    .
•   (OFF).
•      

  (TS).
•  AUTO/OFF/MANUAL  AUTO.
•      

 .
     

    .
     15 
.  

   3-   
  (   ).

•    
     

     
  

•       .
•      .
•    AUTO/OFF/MANUAL 

  AUTO

  

   
,    

“      
” (part no. 067377).  

:

• White copy: Generac Warranty Department, P.O. Box 
340, 211 Murphy Dr., Eagle, WI 53119-2062.

• Pink Copy:     
• Yellow Copy:  .
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-   

     
 .

   
 

     
    .  

     
       

" " - .

   

  ,  
     

    

DANGER

      
AUTO/OFF/MANUAL   

   ,  
    

    
. 

      
      

     
 .

       - 
      

.

     
   .  

   
      

    
  

        
     

•      
,    

( ,     
).

•      UTILITY 
(NORMAL)   , 

   .
•      

 OFF (or OPEN).
•  .

     
   30 ,  

    .

•      .
•   .    

   ,   
   STANDBY.

•      
 ON (or CLOSED).

•     .

     

       
      

 :

•      
 OFF (or OPEN).

•      UTILITY 
(NORMAL).

•      
 ,   

 (     
)

•      
     

 .
•  .

   
 

      
 ,   RTS, HTS, 

or GTS,      
.

:

    
  “    

 ”.  
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       :

•  AUTO/OFF/MANUAL   OFF.
• 15A     .
• 120VAC       OFF.

  

1.   .
2.   .
3.   .
4.   .
5.    .
6.    .

  

1.     (  
 ,   ).

  
1.   ;  
       ,  .
2.    .
3.   .
4.     .

  30  
1.     .

 100  

1.    .    
    100    6 .

2. Retorque intake and exhaust manifold.

 500  

1.   
2.  .
3.  DC  .

 
        

        
.    ,   
 , ,   ,   .

     ,  
   ,    

    .

      
     

  . 
      

        
   .

    DC 
  

 ,      
   .   

    15 amp . 
      .

     , 
     

    
.

   

 

   (  10.1)   
 20       

 10.1 -    

 

•      . 
•       .
•      FULL   ADD.

•     ADD -     
FULL .       FULL! 

    !
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     . 

      . 
   ,  

 .    !

 
     .

•   ,  .

•     (   
    )   

     . 
   ,    

 ,    .  
    

     
.

   
  

       
:

•  AUTO/OFF/MANUAL   OFF.
• 15A     .
• 120VAC       OFF. 

    

  “   “

 
•   “   “

•     ,  
 . , ,  .

 

      7      
20 .     

       
.

  
•      .

•       . 
•     .

   

  “   “

  
         

 ,  ,    

    ,    .

  
  3     -  

, , , . . .   
   .

  
•   3      

     .
•       .
•     3/8  5/8 .

• 

  

    .

DANGER

       -  
     

.    
     .  

        
  .      

     
     

.     
     

. 

 

       . 
    . 

     . 
     .

      .

     -   
 ,     :

1.     .
2.     .   

   .
3.   ,      

.
4.    (  10.2)  

    .
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 10.2 –  

5.         
.       .  

!

6.       
    

        
    

    “ADD”.
7.        
       .

8.     10   
 .    .  

    FULL.
9.     .

  

   ,   
  .     

     (  10.3).

 10.3 –   

 

(

    .

 
      

   (  10.4).

1.     . 

2.       . 
   .

3.     . 
   1.07-1.17 mm  

    (  10.4).

 10.4 –   

  
 , ,     
  .

  

  

      .   
       

       .

    , 
    .   

  ,     .

      
    .   

       
        

      
    .  

  ,   .
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   1.07 - 1.17 mm



      
.      
 :

•     " " 
     .

•       -
   ,   

      
, ,   .

•       
  .    
  ,  , ,  

   .  -  
   -    
.

•       
    .

•       
 .     

       
     .

 

       
:

1.     , 
  . , ,  

.

2.   ,   
   .  

  !

3.      
. 

DANGER

      
  .  

       
      

  .  
    . 

    ,  
,      
    .


       

   .  
    ,  

, ,    
 .  -   

  -    
.

     " " 
     . 

   -    
  .


    AUTO/OFF/MANUAL  

   OFF,    
  .   

      
 .


  120VAC    

   OFF.

 

:

     .

      
    .

:

 BCI    .

 
     

       
.
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22  - 150    

           
 22  o 150 .         " " 

.          " " . 

  :

1              . 
             

    :

   ,         :

•       Auto/Off/ Manual    
“OFF”.

•     15 amp    .
•   .*
•    .

*              
       .  , 

          .

2  -               
   .       3   30 

     .

             
   .

3               
   .

 2      50   .

             
   .

4                
   . 

      1      100   .

             
   .

5                
   .

 1      250   .

             
   .
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Level 1 Level 2 Level 3 Level 4 Level 5
 - -  -  - -  -

    2
( - 3 / ( - / ( -  ( -  ( - 

  )  )  )   )  ) 
10 . 30 . 50 . 100 . 250 .

1.  
  

 
.

2.  /  
 

 .
3.  / 

  
 

.
4.  / 

  
 

 
.

5.  
  

   
 

. 
  
 
.

6.  
 
 

.
7.  

 

. 

8.  
 

 
,

,
 . . . 

 
.

9.

 

,
 

.
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Maintenance Level 1 Level 2 Level 3 Level 4 Level5
Tasks Recom- Task Required Task Required Task Task Required Task

mended Comp. to be done Comp. to be done Comp. Required Comp. to be done Comp.
to be done (Date- 3 months/ (Date- Semi- (Date- to be done (Date- Bi- (Date-
monthly/ Initials) Break-in Initials) annually/ Initials) Annually/ Initials) annually/ Initials)
10 hrs. 30 hrs. 50 hrs. 100 hrs. 250 hrs.

10.  Check the engine 
accessory drive 
belts and fan 
coupling device 
if equipped for 
correct tension, 
wear, weather 
cracking, and 
damage. Replace 
as necessary.

11.  Check the engine 
valve clearance/ 
lash. Adjust as 
necessary.**

12.  Visually inspect 
the unit looking 
for leaks, wear or 
damage, loose 
connections or 
components, and 
corrosion. Correct 
as necessary.

13.  Test the engine 
and transfer 
switch safety 
devices. Correct 
and/or adjust as 
necessary.

14.  Initiate an 
automatic start 
and transfer of 
the unit to site 
load and exercise 
it for at least 1 
hour looking for 
leaks, loose 
connections or 
components, and 
abnormal 
operating 
conditions. 
Correct as 
necessary.

15.  Replace the 
engine 
accessory 
drive belts.

16.  Check gearbox 
oil level (if 
equipped).

17.  Change gearbox 
oil (if equipped).

** Not required for engines equipped with hydraulic lifters. See the "Specification" section for lifter type.
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Maintenance Level 1 Level 2 Level 3 Level 4 Level5
Tasks Recom- Task Required Task Required Task Task Required Task

mended Comp. to be done Comp. to be done Comp. Required Comp. to be done Comp.
to be done (Date- 3 months/ (Date- Semi- (Date- to be done (Date- Bi- (Date-
monthly/ Initials) Break-in Initials) annually/ Initials) Annually/ Initials) annually/ Initials)
10 hrs. 30 hrs. 50 hrs. 100 hrs. 250 hrs.

18.  Start and 
exercise the unit 
at full rated load 
(use a load bank 
if the site load is 
not enough) for 
at least 2 hours 
looking for leaks, 
loose 
connections or 
components, and 
abnormal 
operating 
conditions. 
Correct as 
necessary.

19.  Perform an 
engine oil 
analysis (send a 
sample to a lab 
for results). 
Change the 
engine oil and 
filters if the 
analysis results 
indicate this is 
required.

20.  Change the 
engine oil.

21.  Replace the 
engine oil filter(s).

22.  Replace engine 
spark plugs. 
Clean and re-gap 
or replace as 
necessary.

23.  Replace the 
engine air 
filter(s).

24.  Perform a 5 
minute no-load 
operational run 
of the unit 
looking for any 
post service 
problems.

25.  Return the unit 
to standby setup 
for operation 
when required.
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   1. 15 amp   1.  .

2.    
   

2. ,    
 .

3.   . 3.  .*
4.   . 4.   .*
5.    . 5. ,    .
6. 5 amp  . 6.  .*

   
 .

1.  . 1.   .
2.   . 2.  .*
3.   #14A     3.  

   
4.   4. ,    .
5.     . 5.   .

  , 
  . 

1.               1.    
.

2.   . 2.   .
3.   . 3. ,    .
4.   . 4.    

   .

   
.  . 

1.   . 1.     .
2.  . 2.     .
3.     3.  .*

4.     4.  .*
5.     . 5.  .*

6.     6.   -  .
7.       7.  .*

AUTO/OFF/MANUAL              1.  AUTO/OFF/MANUAL  1.  .*
   OFF

   
2.   #15A   2.  . 

AUTO/OFF/MANUAL  
  .

3.      3.  .*

   
  

. 

1.    . 1.   ON  CLOSED.
2.    . 2.   
3.     NORMAL 3.    GENERATOR.

4.    4.  *
5.    . 5.   -  5 .  

 .

*       .
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Stationary Emergency Generator
Notes



Stationary Emergency Generator
Warranty

Printed in U.S.A.

GENERAC POWER SYSTEMS STANDARD LIMITED WARRANTY FOR
HOME STANDBY/LIGHT COMMERCIAL STATIONARY EMERGENCY PRODUCT BELOW 50kW

For a period of two (2) years from the date of sale, Generac Power Systems, Inc. will, at its option, repair or replace any part(s) which, upon examina-
tion, inspection, and testing by Generac Power Systems or an Authorized/Certified Generac Power Systems Dealer, or branch thereof,  is found to be 
defective under normal use and service, in accordance with the warranty schedule set forth below. Any equipment that the purchaser/owner claims 
to be defective must be examined by the nearest Authorized/ Certified Generac Power Systems Dealer, or branch thereof. This warranty applies 
only to Generac Power Systems Generators used in "Stationary Emergency" applications, as Generac Power Systems, Inc. has defined Stationary 
Emergency, provided said generator has been properly installed and inspected on-site by appropriate personnel. Scheduled maintenance, as outlined 
by the generator owner's manual, is highly recommended. This should be performed by an Authorized/Certified Generac Power Systems Dealer, or 
branch thereof. This will verify service has been performed on the unit throughout the warranty period.

WARRANTY SCHEDULE
YEARS ONE and TWO — Limited comprehensive coverage on mileage, labor, and parts listed. 
• - ALL COMPONENTS
*Start-up and/or On-line Registration, or Registration Card, along with Proof of Purchase, must be performed and/or sent in.

Guidelines:
•  Any and all warranty repairs and/or concerns, must be performed and/or addressed by an Authorized/Certified Generac Power Systems Dealer, or 

branch thereof.
•  A Generac Power Systems, Inc. Transfer Switch is highly recommended to be used in conjunction with the genset. If a Non - Generac Power 

Systems, Inc. Transfer Switch is substituted for use and directly causes damage to the genset, no warranty coverage shall apply.
•  All warranty expense allowances are subject to the conditions defined in Generac Power Systems Warranty, Policies, and Procedures Flat Rate Manual.
•  Units that have been resold are not covered under the Generac Power Systems Warranty, as this Warranty is not transferable except with change of 

ownership of original structure.
• Unit enclosure is only covered against rust or corrosion the first year of the warranty provision.
• Use of Non-Generac replacement part(s) will void the warranty in its entirety.
•  Engine coolant heaters (block-heaters), heater controls and circulating pumps are only covered during the first year of the warranty provision (If 

applicable).

THIS WARRANTY SHALL NOT APPLY TO THE FOLLOWING:
 1. Any unit built/manufactured prior to January 1, 2005.
 2. Costs of normal maintenance (i.e. tune-ups, associated part(s), adjustments, loose/leaking clamps, installation and start-up).
 3. Any failure caused by contaminated fuels, oils, coolants/antifreeze or lack of proper fuels, oils or coolants/antifreeze.
 4.  Units sold, rated or used for "Prime Power", "Trailer Mounted" or "Rental Unit" applications as Generac Power Systems have defined Prime Power, 

Trailer Mounted or Rental Unit. Contact a Generac Power Systems Distributor for Prime Power, Trailer Mounted or Rental Unit definition.
 5.  Units used for prime power in place of existing utility power where utility is present or in place of utility power where utility power service does not 

normally exist.
 6. Failures caused by any act of God and other force majeure events beyond the manufactures control.
 7. Products that are modified or altered in a manner not authorized by Generac Power Systems in writing.
 8. Failures due, but not limited to, normal wear and tear, accident, misuse, abuse, negligence, or improper installation or sizing.
 9.  Any incidental, consequential or indirect damages caused by defects in materials or workmanship, or any delay in repair or replacement of the 

defective part(s).
 10. Failure due to misapplication, misrepresentation, or bi-fuel conversion.
 11. Telephone, facsimile, cell phone, satellite, internet, or any other communication expenses.
 12. Rental equipment used while warranty repairs are being performed (i.e. rental generators, cranes, etc.).
 13. Overtime, holiday, or emergency labor.
 14. Planes, ferries, railroad, busses, helicopters, snowmobiles, snow-cats, off-road vehicle or any other mode of transportation deemed abnormal.
 15.  Any and all expenses incurred investigating performance complaints unless defective Generac materials and/or workmanship were the direct 

cause of the problem.
 16. Starting batteries, fuses, light bulbs, engine fluids, and overnight freight cost for replacement part(s).

THIS WARRANTY IS IN PLACE OF ALL OTHER WARRANTIES, EXPRESSED OR IMPLIED, SPECIFICALLY, GENERAC POWER SYSTEMS 
MAKES NO OTHER WARRANTIES AS TO THE MERCHANTABILITY OR FITNESS FOR A PARTICULAR PURPOSE. Any implied warranties which 
are allowed by law, shall be limited in duration to the terms of the express warranty provided herein. Some states do not allow limitations on how long 
an implied warranty lasts, so the above limitation may not apply to purchaser/owner.

GENERAC POWER SYSTEMS ONLY LIABILITY SHALL BE THE REPAIR OR REPLACEMENT OF PART(S) AS STATED ABOVE. IN NO EVENT 
SHALL GENERAC POWER SYSTEMS BE LIABLE FOR ANY INCIDENTAL, OR CONSEQUENTIAL DAMAGES, EVEN IF SUCH DAMAGES ARE A 
DIRECT RESULT OF GENERAC POWER SYSTEMS, INC. NEGLIGENCE.

Some states do not allow the exclusion or limitation of incidental or consequential damages, so the above limitations may not apply to purchaser/ 
owner. Purchaser/owner agrees to make no claims against Generac Power Systems, Inc. based on negligence. This warranty gives purchaser/owner 
specific legal rights. Purchaser/owner also may have other rights that vary from state to state.
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